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Dear Customer,
To start with, we’d like to provide you with some 
important information about your new Fena. This 
will help you to get the most out of your new ve-
hicle and avoid risks. Please read these user in-
structions carefully and keep it in a safe place for 
future reference.
Your bicycle was fully assembled and set up be-
fore you received it. If this isn’t the case, please 
contact a bike shop to have this necessary work 
done on your bike.
It is assumed that the bike’s user has acquired 
the basic and needed knowledge to operate bi-
cycles.
Everyone that:
• uses
• repairs or services
• cleans
• or disposes of this pedelec
must fully acknowledge and understand the con-
tent and meaning of these user instructions. If 
you have any further questions or have not quite 
understood certain points, you should contact a 
specialist bicycle retailer for your own safety.
These user instructions contain information 
about the construction, technology, maintenance 
and servicing of this speed-pedelec. Please take 
note of this information, as much of it is relevant 
to safety. Failure to take this information into 
account can cause serious accidents, falls and 
economic damage.

As modern bicycle technology is highly complex, 
we have chosen to only describe the most im-
portant points. 
In addition, these user instructions only applies 
to the Fena bicycle for which it was issued.
Please refer to the information and user instruc-
tions provided by part manufacturers for spe-
cific technical details. If you are unsure about a 
particular point, please contact your specialist 
retailer.
Before riding on public roads, inform yourself 
about the applicable national regulations in your 
country.
First, however, a few pointers which the rider 
should consider before starting a journey:
• Always wear a fitted and suitable bicycle hel-

met and use it each time you ride!
• Read the user 

instructions sup-
plied by your hel-
met manufacturer 
to ensure that 
your cycling hel-
met fits properly.

• Always wear light 
clothing or sports-
wear with reflective elements when you ride 
your bike.

• Tight clothing is mandatory; use trouser clips 
if necessary. Your shoes should be slip-resist-
ant and have hard soles.

Even if you are an experienced bike user, it is 
essential that you first read and follow the chap-
ters “Before your first ride” and then carry out all 
the important checks listed in the section “Before 
every ride” before using your pedelec.
Please note that as a bike rider, you are particu-
larly at risk on public roads.
Ensure that you protect yourself and others with 
responsible and safe riding.

Note for parents and legal guardians:
As your child’s legal guardian, you are respon-
sible for their actions and safety. This includes 
taking care of the bicycle’s technical condition 
and adjusting it to the rider.
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This instruction manual only applies to the bicycle mentioned on the envelope with which it was issued.

Bicycle parts
Bike frame
  Down tube
  Seat tube
  Head tube 
  Chain stays
  Seat stays

Saddle
Seat post clamp with quick release skewer
Seat post
Carrier

Rear light with refl ector 
Mudguard for the back tyre
Rim brake
Frame lock
Rear refl ector
Mudguard stay
Chain guard
Dropout
Chain
Side stand
Chain ring
Crank arm 
Pedal 

Handlebars with twist-grip shifter 
Brake lever

Derailleur cable

Stem

Brake cable/hose
Steering bearing or headset

Headlight with refl ector

Front mudguard 
Rim brake

Suspension fork
Safety attachment 
for front mudguard

Wheel:
Front wheel hub

Spoke
Refl ective ring

Rim 
Valve
Tyre

7 Mounting front wheel (screw axle)6   Rear wheel mounting (screw axle)
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4
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Safety instructions
Please carefully read all warnings and notes in 
these user instructions before using the bicycle. 
We recommend keeping the user instructions 
close to your bicycle so that they are always at 
hand. 
Please read  the sections “I ntend ed  use”,  
“Before the first ride” and “Before each ride” 
before riding your pedelec for the first time!
If you lend your bicycle to a third party, please 
give them these user instructions with the bicy-
cle.
These user instructions contain five different 
types of pointers – one providing important in-
formation about your new Pedelec and how to 
use it, a second referring to possible damage to 
property and the environment, and a third type 
warning against potential falls and serious dam-
age, including physical injury. The fourth pointer 
helps you to apply the proper tightening torque 
so the parts don’t loosen or break. The fifth point-
er reminds you that it is necessary to study the 
operation and installation instructions included 
carefully.
When you see these symbols, there is always a 
risk that the danger that they describe may oc-
cur! 
The text that the warning applies to always has a 
grey background.
Check that all quick release skewers are safe 
and secure every time you ride after your bicy-
cle was unused, even for a short period of time! 
Regularly make sure that all screws and parts 
are securely fastened.
Never ride with your hands off the handlebars.

The warnings are structured as follows:

Note: This symbol provides in-
formation about how to use the 
product or highlights specific 
parts of the user instructions that 

are particularly important.

Warning: This symbol warns of 
misuse which could result in 
damage to the product or the en-
vironment.

Danger: This symbol means 
your life or heath could be put in 
danger if you don’t follow the in-
structions properly or ignore the 

legal requirements.

Important screw connection! The 
precise torque must be applied 
here when tightening.  The cor-
rect mounting torque is either 

displayed on the component or listed in the 
table of torques in the chapter “Bolted con-
nections” (page 22). To apply a precise tight-
ening torque, you must use a torque wrench. 
If you do not own a torque wrench, have this 
work carried out by a specialist retailer! Com-
ponents that have not be tightened correctly 
can loosen or break! This may result in se-
vere falls.

Read all of the instructions and 
manuals delivered with the e-
scooter. If you are unsure about 
any of the topics covered in this 

owner's manual, contact a specialist retailer.
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Legal notice
The sole point of contact for complaints and 
services is exclusively the authorised dealer 
who sold the vehicle. 

pfautec GmbH   
Wilhelmstr. 49 -51 
49 610 Q uakenbrü ck 
Tel.: 05431/9 00 600 
E-mail: team@ pfautec.de  
www.pfautec.de

Contents and illustrations of the 
user instructions:
Veidt-Anleitungen 
info@ veidt-anleitungen.de

/egal inspection by a lawyer’s oႈce special-
izing in intellectual property.

These operating instructions cover the re-
quirements and scope of EU law. 
If this product is delivered or used outside 
of the aforementioned territory, the bicycle 
manufacturer must provide you with the nec-
essary operational instructions.

©  Before reproducing, reprinting, translating 
or using this document for any commercial 
purpose (even in part, printed or electronic 
form), you must first receive written consent. 
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For your safety
These user instructions assume that you know 
how to ride a bicycle. These user instructions will 
not teach you how to ride a bicycle. Likewise, it 
does not explain how to assemble or repair the 
bicycle.
Always be aware that bicycles may give rise to 
risks. Riders are particularly at risk of injury. Always 
be aware that you are not as protected as you are 
in a car, for example. You have no airbag and no 
car body. However, you are usually travelling faster 
and on other areas of the road than pedestrians. 
Pay particular attention to others on the road.
Never ride with headphones. Never talk on the 
phone while riding. Never cycle if you are unable 
to control your bike completely. Under no circum-
stances should you ride your pedelec if you have 
taken medicine or are under the influence of alco-
hol or drugs.

• Adapt your riding style ac-
cordingly in wet or slippery 
conditions. You should cycle 
slower and brake more care-
fully and gradually, as the 
braking distance becomes
significantly longer.

• Ride at an appropriate speed for the terrain and
your riding capabilities.

Before your first ride
Please also consult the user instructions of the 
individual component manufacturers, which were 
supplied with your bicycle or are available online. 

Suspension 

fork

Gears

Your specialist retailer will be happy to answer 
any further questions you have after reading the 
documentation.
Ensure that the bicycle is ready for use and prop-
erly fitted to your body.
This means: 
• Checking the position and attachment of the 

saddle and handlebars
• Installing and adjusting the brakes
• Fastening the wheels securely onto the frame 

and the fork
To ensure that you enjoy a safe and comfortable 
riding position, please allow your specialist retail-
er to set up your handlebars and stem. 
Adjust the saddle to a position that is safe and 
comfortable for you (see page 8 ).
Allow your specialist retailer to set up the brake 
levers so they are always within easy reach. En-
sure that you know which lever operates which 
brake (i.e. left or right, and front or back).
Usually, the right brake lever operates the rear 
wheel brake and the left brake lever operates 
the front wheel brake. Despite this general rule, 
however, you should still check what wheels the 
brakes are connected to since this standard isn’t 
always followed.

Modern brake systems may be 
more powerful or function differently 
to braking systems that you are 

used to. Practise operating the brakes in a 
safe area without traႈc before you ride the 
pedelec! 
Also remember that the effectiveness of 
brakes can be dangerously different to or, in 
particular, worse than what you are used to 
in wet conditions or when riding on slippery 
surfaces. Adapt the way you cycle to slip-
pery surfaces and braking distances which 
may be longer.

If rubber or plastic pedal covers have 
been put on your bicycle, familiarise 
yourself with their grip. When wet, 

rubber and plastic pedals are very slippery.
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Risk of snagging 
Moving and turning parts of your 
pedelec may lead to danger during 

use, maintenance and upkeep.
Protect yourself by not wearing loose 
clothes that may get caught. During use, 
servicing and maintenance, stay away from 
any turning parts (wheels, cogs) and do not 
touch moving, sharp or protruding parts 
(cranks, pedals).

Make sure that the wheels are securely fastened 
in the bike frame and fork. Check that the quick 
release skewer, the axle nuts and all other impor-
tant fastening bolts and nuts are tight (see pages 
7 and 21).

Q uick-release skewer and screw connection positions

Lift your bicycle up slightly and drop it onto the 
ground from about 10 cm in the air. If it rattles 
or makes another unusual noise, ask a specialist 
retailer to identify and fi[ the problem before you 
ride.
Push the wheel forwards with the brakes applied. 
The rear wheel brake, when operated, must al-
low the rear wheel to lock, the front wheel brake 
must lift the rear wheel off the ground. Please 
do an initial test ride in a safe place where you 
can familiarise yourself with the new brakes! The 
pedelec’s steering should not rattle or exhibit any 
play.
&heck the air pressure in the tyres. <ou can find 
information about the prescribed tyre pressure 
on the sides of the tyres. Please adhere to the 
stated minimum and maximum pressure! 
As a general rule of 
thumb, e.g. when you 
are out on a ride, you 
can check the tyre pres-
sure by doing the fol-
lowing: If you place your 
thumb on a pumped-up 
tyre, you should not be 
able to significantly change its shape when you 
apply pressure. Check the tyres and rims. Look 
for any damage, tears and deformations, foreign 
objects, such as glass splinters or sharp-edged 
stones, etc.
Never ride your speed-pedelec if you notice any 
cuts, tears or holes in your tyres. First have your 
bicycle checked over by a specialist.

Before each ride
Before every ride, please check that:
• The lights and bell are working and safely se-

cured
• The brakes are working and safely secured.
• The tightness of the hoses and connections of 

the hydraulic brake
• The tyres are free of foreign objects and dam-

age, and the rims are not damaged and run 
true, particularly after riding off road

• The tyres have a suႈcient tread depth
• The suspension elements are working and 

safely secured
• All screws, nuts and quick release skewers are 

tight (see pages 7 and 21)
• There is no deformation or cracks and damage 

to the frame or fork. 
• The handlebars, stem, saddle post and saddle 

are correctly and securely fastened and in the 
right position

• The seat post and saddle are secure. Try turn-
ing the saddle or tipping it up and down. The 
saddle should not move.
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Do not use your Fena if you think it 
may not be in perfect condition. 
Have a specialist retailer check it.

It is particularly important if you use your 
Fena a lot, either through sports riding or 
daily use, that you regularly have all the im-
portant parts checked by a specialist retailer.
Bike frame and fork, suspension components 
and other parts relevant to your safety such as 
brakes and wheels are subject to heavy wear, 
which can impact the operating safety of these 
parts.
A part may begin to malfunction unexpect-
edly if you use it beyond its service life. This 
can result in falls and serious injuries.

Please make these checks before 
continuing after a fall or if your bicy-
cle falls over!

Components made from aluminium cannot 
be safely straightened again!
Have the bike checked by a specialist dealer.

If you have a fall
Check the entire bi-
cycle for changes. 
This may be dents 
and cracks in the 
bike frame and fork 
but also bent parts. 
In addition, if any 
parts such as the 
handlebars or sad-
dle have shifted or 

twisted you need to ensure that these parts are 
working and secured.
• Examine the bike frame and fork closely. If you 

e[amine the surface from different angles, you 
will usually be able to clearly see any defor-
mations.

• Check that the saddle, seat post, stem and 
handlebars are still in the correct position. If 
this is not the case, DO NOT attempt to turn 
or bend the part back from its changed posi-
tion without undoing the corresponding screws 
first. :hen fastening parts, always use the 
specified tightening torque. These can be 
found on page 21 and in the section “Q uick 
release skewers”  on page .

• Check that both wheels sit correctly and se-
curely in the bike frame and fork. Lift the 
pedelec up at both the front and rear to turn 
the front and rear wheels. The rims should 
move smoothly straight through the brakes. 
The tyres should not touch the brakes. 

• Check that both brakes are working correctly. 

• 'o not set off again without having checked 
that the chain is lying securely on both the front 
chain wheel and rear sprocket. It must be en-
gaged fully with the cogs. If you set off and the 
chain slips off a cog you may fall and seriously 
injure yourself.

Aluminium parts can break unex-
pectedly if they have been de-
formed. Do not use any parts that 

have been deformed or bent after a fall, for 
example. Always replace deformed or bent 
parts.

If you notice any changes to your bicycle, DO 
NOT continue cycling. Do not retighten any loose 
parts without prior inspection and not without a 
torque wrench. Take the bicycle to your specialist 
retailer, describe the fall to them and have the 
bicycle checked out!
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Legal requirements
Before riding 
your bicycle on 
public roads, 
you should in-
form yourself 
about the appli-
cable national 
regulations in 
your specific 

country. In *ermany, the St9=2 (Road Traႈc /i-
censing Regulations) and the STVO (Road Traf-
fic Regulations) apply.

Requirements of the StVZ O:
• Two independently functioning brakes, one for 

each front and rear wheel
• Lighting system with white front and red rear 

lights
• Powered, among other things, by a perma-

nently installed alternator or by rechargeable 
batteries or other batteries that comply with 
current legal requirements

• Audible bell
• Reflectors:

Front: white, large, may be integrated into the 
headlight
Rear: a red one, permitted in the taillight
Wheels: two yellow reflectors per bicycle, al-
ternatively, white reflective rings in the sheath 
or rims�reflective pins on the spokes
Pedals: one yellow reflector per pedal, one 
facing forwards and one facing backwards

(very lighting system must bear the oႈcial ap-
proval test mark: A wavy line and a K  number.

K 1234

:hen making technical modifications, always 
ensure that electrical components are only re-
placed with type-tested parts!

To ride on the public road in Austria, you 
must comply with the 146th Ordinance/Bicycle 
Ordinance. These can be found in the Austrian 
Federal Law Gazette.

If no other regulations apply, your bicycle must
• have two independent braking devices that 

decelerate at an average of 4 m/sec2 from 20 
km/h in dry conditions

• have a device for emitting acoustic warning 
signals

• have a headlight that is permanently connected
to the bicycle and produced at least 100 cd of 
bright, white or bright yellow light to the front

• have a white reflector to the front with a light 
entry area of at least 20 cm2

• have a red rear light with a light intensity of at 
least � cd and a red reflector with a light entry 
area of at least 20 cm2, pointing to the rear

• have yellow reflectors on the pedals or equiva-
lent reflective devices

• two reflectors per wheel, each with a light entry 
area of at least 20 cm2, alternatively tyres that 
have a continuous and ring�shaped reflective 
surface. 'evices that have the same effect are 
also permitted.

In Switzerland, the prevailing regulations 
are contained in the Ordinances for Technical 
Requirements to Road Vehicles. Please read Ar-
ticles 213 to 218  here.
• In Switzerland, bicycles must have two power-

ful brakes, one for the front wheel and one for 
the rear wheel.

• The handlebar must be between 40 and 70 cm 
wide and must not impede steering.

• The lights on bicycles must not dazzle.
• Bicycles must be fitted with at least one 

front�facing and one rear�facing reflector with 
an illuminated area of at least 10 cm2. The re-
flectors must be visible at night in good weath-
er conditions at a distance of 100 metres in the 
light of a motor vehicle’s full beam.

• The pedals must have front and rear reflec-
tors with an illuminated area of at least 5 cm2. 
Racing pedals, safety pedals and the like are 
excluded.

• 2ther retroreflective devices may be used in-
stead of reflectors if they fulfil the requirements 
for reflectors.

• Bicycles, with the exception of bicycles with an 
unladen weight (without rider) of no more than 
11 kg, must have a clearly audible bell; other 
warning devices are prohibited.

• Bicycles must be fitted with a suitable anti�theft 
device.

• Since the previously obligatory insurance 
sticker has been abolished, damage caused 
by the bicycle must be dealt with by the rider 
themselves or via their private liability insur-
ance. Ask your insurer about this.
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Intended use

Bicycles are means of transport 
deigned to be ridden by one person. 
If you would like to transport bag-

gage, this requires that your bicycle is fitted 
with suitable equipment. Your Fena is not 
approved for the transport of children with a 
child seat or for operation with a bike trailer.

0aximum permissible weight:  
Rider’s weight + bicycle weight 
20kg + baggage weight =  

maximum 137kg

The information in these user instructions only 
applies to the Fena bike. Use as intended also 
includes adherence to the operating, servicing 
and maintenance conditions that are described 
in these user instructions.

'angers of improper use
Only use your vehicle for its intend-
ed use. 

Please read the section " Intended sse"  on 
this topic.
The intended use also includes adherence 
to the operating, servicing and maintenance 
conditions described in these user instruc-
tions.

You must also inform anyone else using the 
speed-pedelec of the intended use and the 
dangers of not adhering to it.
Improper use, overloading and lack of main-
tenance can lead to accidents and falls re-
sulting in serious injuries to you and other 
people! Liability for defects is excluded in 
the event of improper use.

The components have been solely designed and 
approved for use in bicycles without electrical as-
sistance. They should not be used for any other 
purpose. They can only be used for commercial 
purposes with the express permission of the 
manufacturer.
For the Fena, the following terms of use of type 
1 (city bike) apply. Always read and comply with 
the terms of use. Use requires that your Fena is 
equipped in accordance with the requirements of 
national legislation.

It must be ridden on nor-
mal and paved surfaces. 
The typical average speed 
is between 15 and 25 km/h. 
The tyres should maintain 
contact with the ground at all 
times. They can occasionally 
be used to ride up and down 
small drops of 15 cm max.  
(e.g. curbs) as long as this is 
done carefully.

These bicycles are in-
tended for use for com-
muting and recreational 
rides with moderate ex-
ertion.
Manufacturers and deal-
ers are not liable for any use outside of the con-
ditions of use for Type 1 pedelecs. This particu-
larly applies to damage resulting from a failure to 
comply with the safety instructions, such as:
• off�road use�
• improper use;
• overloading or
• the improper repair of defects.
Type 1 bicycles are not designed for extreme 
stress, such as riding over stairs or jumps, or 
heavy-duty use such as in sanctioned competi-
tive events, stunts or aerobatics. Participation in 
competitions is not permitted.

Before riding your bicycle on public 
roads, familiarise yourself with the 
regulations that are applicable in 

your country. Only ride on routes where ve-
hicles are permitted. Specific national or re-
gional regulations may apply.
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Adjusting the pedelec to the 
rider 
The seat post is attached with a quick release 
skewer, while the saddle, handlebars and stem 
are fi[ed with bolted connections.

Read and follow the enclosed man-
ufacturer's user instructions for your 
stem. Only specialists should work 

on your handlebars and stem.

Possible positions for adjusting screw connections

Position of the quick release skewer 

8sing the Tuick release skewers

Q uick release skewers are systems installed on 
the bicycle in place of bolted connections. They 
consist of two parts: The quick release lever, 
which provides the necessary clamping force, 
and the adjustment nut, which allows you to ad-
just the tightness. You can change the tightness 
of the quick release lever when it is open.

Q uick release skewers should be 
closed with the correct clamping 
force. To close the lever correctly, 

resistance should be felt when it is half 
closed and you should need to be use the 
ball of your hand to close it completely.

Loosen the adjusting nut

Tighten the adjusting nut

• All quick release skewers must be
firmly closed before you set off.
• Make sure all quick release skew-

ers are securely fastened – even when the 
bicycle has been parked unattended for a 
short time. 

• A closed quick release lever must be 
folded in close to the frame, fork or seat 
post.

• When closed, the tip of the quick release 
lever must always be pointed backwards. 
This way, it will not open while you are rid-
ing your pedelec.

*  see page 21
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When you park your bicycle, attach 
wheels or other parts of your vehicle 
that are attached with quick release 

skewers in with your bike lock.

$dMusting the sitting position

Before using your bicycle for the first time, you 
must adjust the sitting position to suit your height. 
This will allow you to ride your bike safely. 
The height, horizontal orientation and inclination 
of the saddle and the height and orientation of 
the stem for the handlebars must be adjusted.

K nee should be above the axle 
of the front pedal

F inding th e c orrec t seat h eigh t
Adjust the saddle to the estimated correct height. 
Sit on the bicycle. Have someone help to hold you 
in place or lean against a wall or railing for support.
Move a pedal to its lowest position and place 
your heel on it. Your leg should be straight.
If you now place your foot in the correct riding 
position, your leg should be slightly bent.
The correct foot position for riding is when the 
widest point of your foot is above the pedal axle.

People who feel insecure when riding 
should be able to touch the ground 
with their toes. Otherwise, when stop-

ping they risk falling and serious injury.

If you prefer a safer and more comfortable pos-
ture, a slightly lower and more upright position is 
recommended. 
Adjust the saddle height so that you can reach 
the ground quickly and safely with your feet in 
any riding situation. You should be able to per-
form all possible steering movements comforta-
bly and in a relaxed manner.
The minimum saddle height should be adjusted 
to the body of the rider. The rider should be able 
to cycle without it interfering with their health or 
safety.
The seat post must not be pulled out too far. It 
must always remain securely clamped into place 
by the seat post clamp.

$dMusting the saddle tilt

Once you have adjusted the saddle height, you 
must check and adjust the inclination as well. 
The surface of the saddle should always be ap-
proximately parallel to the ground. You can carry 

out this adjustment when the saddle post clamp-
ing screws are open.

Attachment with seat clamp

7.5cm
STOP

Before you start riding your pedelec, 
please test it to ensure that your 
seat post and saddle are secure. To 

do this, grasp the saddle at the front and 
back and try to turn it. It should not move.

Never pull the seat post out further 
than the maximum mark on the bike 
frame! If there is no maximum mark, 

the seat post should always be at least 
7.5cm deep in the tube frame.

7.5cm

STOP

*  see page 21
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6etting up the position of the handlebars/
stem

Have a specialist retailer carry out 
any work on your handlebars and 
stem!

Your bicycle is equipped with an adjustable quill 
stem. To make an adjustment, follow the en-
closed instructions for your stem.

Height adjustment possible

Changing the position of the stem 
also changes the position of the 
handlebars. You should always be 

able to safely reach and use grips and con-
trols. Please ensure that all cables and 
brake hoses are long enough to allow you to 
turn the handlebars in every possible way.

For all stems, please read the user 
instructions supplied by the manu-
facturer. Only specialists should 

work on your handlebars and stem.

6etting up the brake lever blades

Set up your brake levers in such a way that 
you can safely apply them and brake comfort-
ably. Please familiarise yourself with which le-
ver operates which brake! In addition to the 
two rim brakes, the Fena is also equipped with 
a back-pedal brake. This only acts on the rear 
wheel. We recommend using rim brakes wher-
ever possible.

The brake levers should be set up 
so that your hands can safely and 
comfortably apply them as a straight 

extension of your arms.

9 0°

9 0°

Check the position of the brake le-
vers before your first ride. 
The right-hand lever actuates the rear 

brake and the left-hand lever actuates the front 
brake. If you would like to swap the posi-
tion of the brake levers on the handlebars, 
please contact a specialist workshop so that 
they can do the work.

If you have smaller hands, it is possible to posi-
tion the brake levers closer to the handlebars us-
ing special equipment so that you can still easily 
apply them. 

Set up the brake levers so they do not touch the 
handlebar grip even when they are applied to 
their fullest extent!

Back pedal brakes

If your bicycle is equipped with back pedal 
brakes, you brake with the back pedal brakes 
by pushing the pedals backwards instead of 
forwards. This means that your pedelec will not 
freewheel and you are unable to rotate the ped-
als backwards freely.
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The safest way to brake using back 
pedal brakes is when the pedals are 
at the same height parallel to the 

ground. If one pedal is at the top and one at 
the bottom, it is diႈcult to produce enough 
force to brake effectively.

The braking action of back pedal 
brakes can deteriorate substantially 
on long inclines! This type of brak-

ing system can become very hot from con-
tinuous braking. You should also use the 
brakes to slow down on long inclines. Wait 
until the back pedal brake has cooled down 
and do not touch it.

K ic k stand
Make sure that you lift up the kickstand before 
cycling away in order to avoid accidents.

1 2 3

C arry ing c h ildren/ trailers for c h ildren

Your bicycle is not approved for transporting 
children in child seats or bike trailers.

Bike frame

Seat stay

Seat tube

Head tube

Down tube

Chain stay

Your city bike has an aluminium frame with a low 
step-through.

Thanks to the evolution in materials and con-
struction techniques, it is nowadays possible to 
produce all shapes of frames safely so they per-
form stably during riding. So despite a low step-
through, you can still be sure that your bicycle 
is always safe on the roads, even with luggage 
on board.

If your bicycle is stolen, it can be 
identified by its bike frame number. 
Please note down the full number in 

the correct order, otherwise it will be impos-
sible to clearly identify your pedelec.
In the documentation you received from the 
retailer when you purchased your bicycle, 
there is also a section where the frame num-
ber is entered. 
The frame number can be found on a sticker 
on the seat tube.
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Under no circumstances should you 
ride with a deformed or broken 
frame. Never attempt to repair dam-

aged parts yourself as this could result in 
accidents. Defective parts must be replaced 
by a specialist retailer. Please only ride your 
bicycle again when the defective parts have 
been replaced.
Defects on the bike frame or on other parts 
can cause accidents. If your bicycle does not 
ride in a straight line without any problems, 
this may be due to a warped bike frame or 
fork. Please contact a specialist retailer to 
have the frame and fork checked and possi-
bly to have the bike realigned.

Suspension
Your city bike is equipped with a suspension fork, 
which should be adjusted according to the rider’s 
weight and intended use. Expertise and expe-
rience are needed to perform this kind of work. 
Therefore, if you need to adjust the suspension, 
it is best to bring your bike to a shop. 

Adjusting spring 
stiffness

Locking 
lever

Suspension travel

The suspension fork has an adjustment screw at 
the top left of the fork to adMust the spring stiff-
ness. Turning the adjustment screw clockwise 
makes the setting firmer (for higher rider weight), 
while turning it anti-clockwise makes it softer (for 
lower rider weight). This allows you to adjust the 
suspension fork to your body weight. At the top 
right of the fork, you can lock it completely using 
a lever. For optimal settings, we recommend con-
sulting your authorised dealer.
As a general rule, the suspension fork should 
show noticeable movement when riding over un-
even surfaces but should not “bottom”  (i.e. com-
press all the way to the limit stop).
A suitable basic set up would see the suspension 
pushed in around 10 – 15%  of the spring travel 
when the rider is sitting normally on the bicycle.

Suspension forks can only function 
effectively if they are regularly 
cleaned. Specific cleaning products 

or warm water with washing up liquid are 
suitable here. Specialist retailers also stock 
suitable spray lubricant for greasing your 
suspension regularly, both after every clean 
and otherwise. 

Service / Maintenance

Only have components replaced by 
original spare parts from the manu-
facturer or parts approved by the 

manufacturer.

Please have your bicycle checked 
by a specialist retailer on a regular 
basis. Specialist retailers can identi-

fy damage and worn components and can 
advise you on the choice of a replacement. 
Refrain from repairing key parts yourself 
(frame, fork, handlebars, stem, headset, 
brakes, lights).

Modern bicycle technology is high 
tech! Working on one requires ex-
pert knowledge, experience and 

specialist tools! Please do not attempt to 
work on the bicycle yourself! Take your bike 
to a specialist workshop if it is in need of re-
pair, maintenance or restoration!

The bicycle and all mechanical 
parts are subject to wear and high 
stress. 'ifferent materials and com-

ponents can react to wear or abrasion due 
stress in different ways. If a component is 
used for longer than it has been designed 
for, it may suddenly stop working and may 



12

lead to injury to the rider. Any kind of cracks, 
punctures or colour changes in high-
ly-stressed areas indicates that the compo-
nent’s use has reached its limit. In this case, 
the component should be replaced.

6crews and torTue wrenches
When working on the bicycle, 
please ensure that all screws are 

tightened to the correct torque. The tight-
ening torque required is printed on many 
components.
Measurements are given in Newton metres 
(Nm) and should be applied with a torque 
wrench. It is best to use a torque wrench 
that displays the tightening torque as it is be-
ing used. otherwise bolts can snap or break. 
If you do not own a torque wrench then you 
should always leave this work to a specialist 
retailer!
A table listing the most important torques for 
screw connections is provided on page 21.

Torque wrench

Wear suitable protective clothing, 
protective gloves and safety glass-
es during all installation and mainte-

nance work.
If not, you may stain your clothes or suffer 
injuries caused by lubricants and other sup-
plies.

Chain

To ensure that it can work effectively, the chain 
has to be cleaned and greased regularly (see 
page 20). Dirt can be removed when washing 
the rest of the bicycle. Otherwise you can clean 
the chain by rubbing it with an oily cloth. The 
cleaned joints can then be oiled with a suitable 
lubricant. The excess lubricant should be wiped 
off after being left on the chain for a short amount 
of time.

C h ain tension
To ensure that the chain and gears work safely, 
the chain has to have a certain level of tension. In 
the case of hub gears, chains which are too loose 
must be tightened. 2therwise it may Mump off the 
gears and lead to a fall.

Be absolutely sure to fasten the ax-
le nuts and the brake arm correctly.

1

2

10-15 mm

3

*  see page 21
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Dirt and continual strain can cause 
the chain to wear. The chain should 
be replaced as soon as it can be 

significantly lifted (appro[. � mm) from the 
front chain ring with your fingers. 

D eterm ining c h ain w ear
You can determine the level of chain wear with a 
special tool.

Measuring chain wear. If it is a new chain, the 
measuring tool will not sink in between the chain 
links.

If a chain is as worn as this one, the measuring 
tool will sink in between the chain links complete-
ly. This chain must be replaced.

If a worn chain is not replaced, the 
rear sprocket and chain wheel will 
become excessively worn. This can 

result in breakdowns and higher repair 
costs.

Wheels

C h ec k ing th e w h eels
The bicycle is connected to the ground by its 
wheels. The wheels are subject to a great deal of 
strain through the uneven characteristics of the 
ground and the weight of the rider.
Thorough checks and centring work on the 
wheels is undertaken before they are shipped. 
However, the spokes will bed in during the first 
few kilometres of riding.
• After the first ��� kilometres, the wheels must 

be checked by a specialist and re-centred if 
necessary.

• Afterwards, the tension of the spokes should 
be checked at regular intervals. Loose or dam-
aged spokes have to be replaced or centred by 
a specialist retailer.

The wheel is secured in the frame and fork using 
axle nuts.

All screw connections must be tight-
ened with the correct tightening 
torque. If the incorrect tightening 

torque is used, the screws could break or 
add-on parts may be loosened (see page 
21 “Tightening torques for bolted connec-
tions” ).

C h ec k ing th e h ub s
You can check the hub bearings as follows:
• /ift both wheels up from the ground by first lift-

ing the bicycle at the front then at the rear. Spin 
each wheel so that it turns.

• The wheels should continue to turn after you 
have stopped spinning them and then slow 
evenly. If a wheel stops suddenly, the bearing 
is defective. The front wheel has a hub dyna-
mo. These have a slightly higher resistance. 
This is not noticeable when cycling, but can be 
seen in this test.

• The hub bearing should not exhibit play. Pull 
the wheels from side to side in the fork and 
rear triangle to see if they are loose. No play 
should be noticeable here.

• If the wheels can be moved slightly in their 
bearings or are diႈcult to turn, the hub bear-
ings need to be adjusted by a specialist retailer.
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Rims/tyres

Normal operation wears down 
brake rubbers and brake pads. You 
should therefore regularly check the 

condition of your brake system and brake 
pads! Replace worn brake pads in good 
time! 
Make sure that the wheel rims are clean and 
free of grease!

Clean the rims regularly according to the inspec-
tion plan, page 18 . Check the wear markers 
during this process:

Modern rims indicate when they are 
worn from braking. These indicators 
take the form of embossed or 

coloured points or lines on the brake surfac-
es of the rims. When these disappear, you 
should no longer use the rims. There are 
also similar indicators which only appear af-
ter a certain level of wear. At the very latest 
when two pairs of brake rubbers have been 
worn, it is necessary to have the rims check 
by a specialist retailer.

Groove as wear 
marking

Rims are subject to high stress and 
are safety-relevant parts. Riding 
wears rims down over time, particu-

larly on bicycles with rim brakes. If you no-
tice any damage or the wear indicators 
show dangerous levels of wear, you should 
no longer ride with these rims. Have it 
checked and replaced by a specialist retail-
er.
Wear can weaken rims and cause falls and 
serious accidents. 

The permitted tyre pressure may 
not be e[ceeded when inflating the 
tyres. This can cause your tyres to 

burst. The tyres must be inflated to at least 
the stated minimum tyre pressure. If the air 
pressure is too low, there is a possibility that 
the tyre could loosen itself from the rim.
If you replace the tyres, only replace them 
with the same model that has the same di-
mensions and tread. The bicycle’s handling 
could otherwise be negatively affected. This 
may lead to accidents.

Tyres are available in various di-
mensions. The tyre dimensions are 
provided with standardised informa-

tion.
(xample �: “47-559 ”  means that the tyres 
have a width of 47 mm and the rim has a 
diameter of 59 9  mm

(xample �: “26 x 1.75 inches”  indicates that 
the tyre has a diameter of 26 inches and a 
width of 1.75 inches.

Tyres and air pressure

The recommended tyre pressure is either given 
in bars or psi. The tyre on your Fena is 47 mm 
wide. The air pressure recommendation of 3.5 
bar or 50 psi applies to this tyre.
Not adhering to these guidelines can lead to 
damage to your tyres and inner tubes.

You should also regularly check 
your tyres. The lowest and highest 
permitted pressures can be found 

on the side of the tyre. Please stick to these 
values; otherwise the tyre may detach from 
the rim or burst! If the tyre pressure on the 
tyre and rim is different, the lowest ma[i-
mum pressure and the highest minimum 
pressure apply.

Example of tyre pressure information

45–70PSI (3.0–5.0BAR)
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Tyres are parts subject to wear. You 
should therefore regularly check the 
pressure, tread and condition of 

your tyres. Not every tyre is suitable for 
every purpose. Allow a specialist retailer to 
advise you when selecting tyres.

When replacing original tyres or 
cranks, ensure that there is suႈ-
cient space between the tyre and 

the mudguard. Failure to do so may result in 
accidents and serious falls.

Your bicycle can only function safe-
ly and effectively if you replace 
parts with suitable and authorised 

spare parts. Please consult your manufac-
turer, importer or specialist retailer for ad-
vice on suitable spare parts.

Only replace broken or worn safe-
ty-relevant parts with original spare 
parts from the manufacturer or parts 

approved by your manufacturer. This is 
mandatory in the case of lighting systems, 
but with other parts the manufacturer’s war-
ranty and/or liability become void if non-ap-
proved spare parts are used.

If you install non-original or incor-
rect spare parts, this can result in 
a severe loss of function! Tyres 

with poor grip or operational safety, brake 
pads with a poor friction value and incor-
rectly installed or poorly made lightweight 
parts can all cause accidents with serious 
consequences. The same applies for im-
proper assembly and installation!

Flat tyre repair for conventional tyres

You will need the following equipment:
• Tyre lever (plastic)
• Patches
• Rubber solution
• Sandpaper
• Open-ended spanner (for wheels without quick

release skewers)
• Air pump
• Spare tube

1 .  O pening b rak es 

Remove hydraulic rim brake:
• If your system features a brake quick release, 

remove the brake unit.

Release back pedal brakes:
• Loosen the bolts securing the brake support 

to the frame.

2 .  R em ov e th e w h eel

• Front wheel only: Disconnect the lamp cable 
from the hub dynamo. See also the chapter on 
hub dynamos.

• Loosen the hex nuts of the axle clamp by turn-
ing them in an anti-clockwise direction with a 
suitable open-ended spanner.

You can then remove the front wheel by following 
the steps listed above.

The following applies to rear wheels: 
• Loosen the  hex nuts by turning them in an an-

ti-clockwise direction with a suitable open-end-
ed spanner.

• Lift the bicycle slightly.
• Tap the wheel from behind with the palm of 

your hand.
• Remove the chain
• Remove the wheel from the bike frame.

You can now carefully remove the rear wheel 
from the frame. The derailleur cable does not 
have to be removed for this.
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3 .  D isassem b le ty re and inner tub e

• Remove the valve cap, the locking nut and 
possibly the union nut from the valve. Remove 
the valve core.

• Let the remaining air out of the tube.
• Insert the tyre lever opposite the valve on the 

inside of the tyre.
• Insert the second tyre lever approx. 10 cm 

from the first, between the rim and tyre.
• Lift the tyre wall over the edge of the rim.
• Lever the tyre over the rim as often as is nec-

essary to loosen the tyre all around the rim.
• Take the tube out of the tyre.

4 .  R eplac e th e inner tub e.

Switch the inner tube for an intact one.

5 .  F itting a ty re and inner tub e

Prevent foreign objects from getting 
inside the tyre. Make sure that the 
tube is wrinkle-free and does not 

get pinched anywhere.
Ensure that the rim tape covers all spoke nip-
ples and does not show any sign of damage.

• Put one edge of the rim inside the tyre.
• Press one side of the tyre completely into the 

rim.
• Push the valve through the valve hole in the 

rim and insert the tube into the tyre.
• Use the ball of your hand to press the other 

side of the tyre completely over the edge of 
the rim.

• Check to make sure that the tube is secure.
• Replace the valve core in its seat and tighten 

the union nut.
• Pump a little air into the tube.
• Check that the tyre is properly in place and 

runs true using the control ring on the side of 
the tyre. Correct the tyre’s position by hand if it 
does not turn straight.

• Pump air into the tyre until you reach the rec-
ommended pressure.

When mounting the tyre, pay atten-
tion to its rotational direction.

6 .  M ount th e w h eel

Attach the wheel securely to the frame or fork us-
ing the solid axle.

Tighten all screws to the recom-
mended tightening torque. Otherwise 
the screws could break and add-on 

parts could come loose (see page 21).

• Attach the brake arm (brake anchor) to the chain 
stay.

• Front wheel only: Connect the cable for the light to
the hub dynamo.

• Close the brake quick-release skewer.
• Check whether the brake pads touch the brake 

surfaces.
• Perform a brake test.

Brakes

Your bike is equipped with a hydraulic rim brake. 
Make sure you practise and get used to the brak-
ing action on safe terrain before going on your 
first bike ride!

Almost all modern brakes provide 
considerably more braking power 
than was available for bicycles in the 

past. Carefully familiar-
ise yourself with the 
brakes, practise using 
them and practise 
emergency braking in 
a safe area with no traf-
fic before setting off 
onto roads with traႈc.
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Brakes and brake systems are safe-
ty-relevant parts. They should be ser-
viced on a regular basis. This re-

quires specialist knowledge and tools. Allow 
your specialist retailer to do this type of work 
on your bicycle! Work that is improperly car-
ried out endangers your safety on the bicycle!

No oil-based liquids should ever be 
applied to brake pads, rim brake 
surfaces or brake shoes. These 

substances reduce the effectiveness of the 
brakes.

B reak  pad w ear

Normal operation wears down brake 
rubbers and brake pads. You should 
therefore regularly check the condi-

tion of your brake system and brake pads! 
Replace worn brake pads in good time! 
Ensure that rims and disc brake rotors are 
clean and free of any oil.

The brake pads for rim brakes are fitted with 
grooves or notches.
The grooves and notches are used, for instance, 
to determine the degree of wear on the brake 
pads.  If they are no longer visible, you should 
change the brake rubbers.

After carrying out any work on the 
brake system, perform at least one 
brake test on safe, empty terrain be-

fore using the pedelec on roads with traႈc.

Have the brake fluid replaced on a 
regular basis. Check the brake 
shoes regularly and have them re-

placed when they are worn out. 
Further information can be found in the user 
instructions provided by the brake manufac-
turer.

*ear�shifting system

Your bicycle is equipped with a 7-speed hub 
gear. For detailed information, read and follow 
the enclosed manufacturer's user instructions. 
If you have any questions about assembling, 
maintaining, setting up or operating the gears, 
please contact your bicycle specialist retailer. 
With the gear-shifting system, you can regu-
late the necessary power input and achievable 
speed. Using lower gears makes cycling up-
hill easier and reduces physical exertion when 
pedalling. Riding in higher gears requires more 
physical exertion to pedal, allowing you to reach 
higher speeds with a lower pedalling rate. As a 
general rule, you should aim to ride with a higher 
pedalling rate and in lower gears.

H ub  gears
Your bike is equipped with a grip shifter. Turn the 
handle forwards or backwards to shift the gears 
up or down. The procedure for removing�fitting 
the wheels in the case of a puncture are provided 
in the enclosed user instructions. It is certainly 
also helpful if your specialist retailer explains the 
functionality to you and demonstrates removing/
fitting the system.

Twist grip shifter

Source: Shimano ®  techdocs

Increasing 
pedal force

Decreasing 
pedal force

Increasing 
pedal force

Decreasing 
pedal force
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Gears are safety-relevant parts! 
Please read the user instructions 
supplied to you by your manufactur-

er and familiarise yourself with how to oper-
ate the bicycle and switch gears before your 
first ride. Allow your specialist retailer to un-
dertake any work on the gears! Work that is 
improperly carried out endangers your safe-
ty on the bicycle!

Do not pedal backwards during a 
gear change. Changes to the set-up 
of your gears should only be made 

in small steps and with the greatest of care. 
If you are at all unsure, contact a specialist 
retailer who can set this up for you.

,nspection plan

Only change or replace bicycle 
parts with parts of the same brand 
and type. Otherwise the guarantee 

and liability for material defects (warranty) 
shall lapse.

Modern bicycle technology is highly 
eႈcient but also sensitive. <ou 
should service your pedelec on a 

regular basis. This requires specialist knowl-
edge and tools. Allow your specialist retailer 
to do this type of work on your bicycle! You 
can find more information about your 
pedelec’s parts and how to clean and main-
tain them in the user instructions provided 
by the manufacturer or on their website. 

Work which you can carry out yourself with no 
risk to safety is printed in bold.

To ensure the lasting safe function and retention 
of warranty claims, you must:
• $llow a specialist retailer to carry out in�

spections�
• Check your bicycle every ��� � ��� km or 

every three to six months�
• Check that all screws� nuts and Tuick re�

lease skewers are secure�
• 8se a torTue wrench to tighten any screws!
• 6ervice and lubricate moving parts �except 

the brake surfaces� according to manufac�
turer information�

• +ave paintwork touched up�
• +ave defective and worn parts replaced�

I nspec tion interv als and w ork

Before every ride:

Work to be carried out

Servicing/Checks
Check the following:
• 6pokes
• Rims for wear and concentricity
• Tyres for damage and foreign obMects
• 4uick release skewers
• The functionality of the gears and sus�

pension
• Brake function
• +ydraulic brakes: /eaks
• Lights
• Bell

$fter riding ��� kilometres after purchasing� 
then at least once a year afterwards:

Work to be carried out

Check:
• Tyres and wheels

Tightening torques:
• Handlebars  • Pedals
• Cranks  • Saddle
• Seat post • All fastening screws

Adjust the following parts:
• Headset • Gears
• Brakes • Check suspension elements
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(very ��� to ��� kilometres:

Work to be carried out

Check the following:
• Chain • 6procket wheel • Rim
• 6prockets
• Brake pads for wear, replace if necessary

Clean: 
• Chain • 6procket wheel • 6 p r o c k �

ets

Lubricate: 
• Chain �with suitable lubricant�

Check: 
• All screws are properly secured

Every 1000 kilometres:

Work to be carried out

• Check hub brakes, grease the brake 
sleeve with specialist lubricant if required 
or replace it (specialist retailer)

Every 3000 kilometres:

Work to be carried out

Have the following checked, cleaned or replaced 
by your specialist retailer:
• Hubs  • Headset • Brakes
• Pedals  • Gears

$fter riding in wet weather:

Work to be carried out

Clean and lubricate:
• *ear�shifting system
• Chain
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Ask your specialist retailer about 
which lubricants are suitable! Not all 
lubricants are suitable for all pur-

poses. Using the wrong lubricant may lead 
to damage and may impair the functionality 
of your pedelec!

The first inspection is particularly 
important for ensuring that your bi-
cycle remains safe and prob-

lem-free! Cables and spokes stretch and 
screw connections can come loose. Please 
always have the first inspection carried out 
by a specialist retailer.
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Lubrication

Working on the bicycle requires special knowledge, experience and special tools! Only 
allow specialists to work or check key parts on the bicycle!

L ub ric ation sc h edule

W h at needs to b e lub ric ated? A t w h at interv als? W ith  w h ic h  lub ric ant?

Chain After removing dirt, after having ridden in the rain, every 250 km Chain oil

Shifter cable When performance deteriorates, once a year Silicone-free grease

Wheel bearings, pedal bearings, in-
ner bearings

Once a year Bearing grease

Check suspension elements After cleaning to remove dirt, after riding in the rain, as prescribed by the manu-
facturer

Special spraying oil

Threads during assembly During assembly Assembly grease

Sliding surfaces of quick release 
skewers

Once a year Grease, spray lubricant

Metal seat posts on the metal frame During assembly Grease

Gear-shifting system joints When performance deteriorates, once a year Spray lubricant
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6crew connections

It is vital that all bolted connections 
on the bicycle have the correct 
torque in order to ensure that they 

are secure. Using too much tightening 
torque can damage the screw, nut or part. 
You must use a torque wrench. You cannot 
properly tighten the screw connections with-
out this special tool!

Adhere to any specified tightening 
torque values for parts. Please read 
the user instructions provided by 

the manufacturer, which list the correct tight-
ening torques.

Screw connection Torque

Aluminium pedal crank 
arm 

35-50 Nm

Pedals 35-40 Nm

Front wheel nut 30 Nm

Rear wheel nut 35-40 Nm

Stem expander bolts 10 Nm

Stem clamping cone 20-25

Screw connection Torque

Ahead stem clamping 
screws

8 -12 Nm

V-Brake socket screw 7 Nm

Brake lever clamp 6-8  Nm

Shifting lever/grip 
shifter

1.5 Nm

Seat clamp screw 20 Nm

*eneral torTues for screw Moints

In general, the following tightening torques 
should be used for screw connections:

Dimen-
sions

Screw quality markings
8.8          10.9          12.9 Unit

M4 2.7 3.8 4.6 Nm

M5 5.5 8 .0 9 .5 Nm

M6 9 .5 13.0 16.0 Nm

M 8 23.0 32.0 39 .0 Nm

M10 46.0 64.0 77.0 Nm

Loose accessories

<ou must always fit the enclosed 
accessories in accordance with reg-
ulations and user instructions. You 

have to ensure that screwed connections 
are secured with the correct torque (see 
page 21 “Torques for screwed connec-
tions” ).
• Only use add-on parts that satisfy the re-

quirements of the applicable legal guide-
lines and road traႈc regulations.

• The use of unauthorised accessories 
may lead to accidents or severe falls. You 
should therefore only use original acces-
sories and add�on parts which fit your bi-
cycle.

• Allow a specialist retailer to advise you.
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Mounted accessories
$ccessories/maintenance/spare parts

Lighting system

It is not possible to replace the 
bulbs in modern LED lights.

&lean your reflectors and lights on a 
regular basis. Use warm water and 
a cleaning agent or washing up liq-

uid. It is also important to keep the contact 
points in good condition with a suitable 
spray lubricant.

Well-functioning lighting is a matter 
of life or death! Have inspection and 
repair carried out by a specialist 

dealer.

5m

e.g.1m
0.5m

D y nam o
The dynamo generates the required electrical 
energy for the front headlight and the rear lights. 
You can use a switch to turn the light on the rear 
of your front wheel headlight on or off.

In order to remove the front wheel, 
you first have to remove the con-
nection of the light cable.

To refit the light cable, the connecting terminal of 
the hub dynamo has to be fitted on the right (fac-
ing forwards). Re-attach the connections correct-
ly and check that the lighting is working properly. 
To do this, turn the front wheel and check if the 
light comes on.

L igh ting sy stem  failure

The lighting system is a safety-rele-
vant part and it is vital that it is prop-
er working condition! Only have 

check-up and servicing work following fail-
ures or temporary problems carried out by 
authorised specialist retailers!

&lean the reflectors and headlights 
of the lighting system at regular in-
tervals! Warm water and washing 

up liquid is suႈcient. .eep contact points 
clean and conductive with a suitable mainte-
nance oil!
<our bicycle is fitted with a modern lighting 
system. In addition to the conventional light-
ing, it also offers you safety functions such 
as a stand light. This means that if you are 
stationary at night, e.g. at a traႈc light, you 
are still visible to other public road traႈc 
participants. 

Carrier

Luggage load changes the behav-
iour of your bicycle. Among other 
things, it extends the braking dis-

tance. This can result in serious accidents. 
Please adjust your riding style according, 
i.e. brake earlier and anticipate more slug-
gish steering. Only transport luggage on 
carriers intended for this purpose! 
• Child seats must not be attached to the 

carrier. 
• Please ensure that nothing can get caught 

in the spokes and spinning wheels.
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If you are riding with baggage, en-
sure that you do not exceed the 
maximum permissible weight of the 

bicycle of 137kg. The luggage carrier is de-
signed for a maximum load of 20 kg.

When loading carriers, please make 
sure not to cover the front or rear 
lights or reflectors!

Avoid uneven loading of the carriers.

0udguard

0udguards are fi[ed correctly in place with spe-
cial stays. If the inside of the mudguard runs par-
allel to the tyre forming a ring shape, the stays 
are perfectly positioned. During normal use, the 
mudguard should not become loose. In the case 
that an object becomes jammed between the 
mudguard and the tyre, the mudguard is fitted 
with a safety fastening. This releases the mud-
guard from its holder to prevent a fall.

You must stop cycling immediately if 
a foreign object becomes trapped 
between the tyre and the mudguard. 

All foreign objects must be removed before 
you can continue on your ride. Otherwise, 
there is a risk of a fall and severe injuries.

On no account should you continue 
riding with a loose mudguard stay 
as this could become wedged in the 

wheel and jam it.

Damaged mudguards have to be replaced by a 
specialist retailer before riding again. In addition, 
you should also regularly check to ensure that 
the stays are fi[ed securely in the safety releas-
es.

R e- loc k ing a safety  release

The figure features a brace attached with a plas-
tic clip.
• This clip is locked into the stay on the fork.
• The mudguards are aligned in such a way that 

they do not contact the tyres.

Bike trailer

Your bicycle is not approved for use with a bike 
trailer. 

Frame lock

<our bicycle is fitted with a frame lock. Always 
lock it when you leave it unattended. Never leave 
the key in the lock, not even while riding.

Transporting the bicycle

B y  c ar

<ou should only use roof and rear racks that fulfil 
the requirements of the StVZ O.
Roof, rear and other racks that are approved 
by the authorities are safe for use 
in traႈc. They must have approval 
in accordance road traႈc licensing 
regulations in your country. Look for 
a seal of quality, like the GS seal.
Unsuitable bicycle racks can cause accidents. 
Always adjust your driving behaviour to the load 
you are carrying on the roof of your car.

The overall height of your vehicle 
changes when you transport a bicy-
cle on the roof! In addition, riding 

behaviour may deteriorate – for example, as 
a result of a higher centre of gravity or in-
creased susceptibility to crosswinds.
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O n th e train

Public transportation has different rules regard-
ing the transportation of bicycles. Find out which 
buses and trains you can take before using pub-
lic transportation to transport your e-scooter.
The railway allows bicycles to be taken on IRE, 
RE and RB trains, where there are special bicy-
cle parking spaces. If you are travelling on an IC/
EC train, you need to reserve a place for the bi-
cycle in advance.

I n an airc raft

Check with the airline about the regulations re-
garding the transport of sports equipment/bicy-
cles. You may have to declare the bicycle. Care-
fully pack your bicycle to prevent any damages in 
transport. You can use a sturdy transport box as 
packaging. Ask your specialist dealer about this.

Attach the bicycle carefully so that it cannot come 
detached from the rack. This can cause serious 
traႈc accidents. &heck the fasteners multiple 
times during transport. Loose parts (e.g. tools, air 
pumps, bags or child seats) can come off during 
the drive and put other road users at risk. Re-
move all loose parts before departing. 
Only then may the bicycle be attached at the 
handlebars, stem, bicycle saddle or seat post if 
this is intended by the rack manufacturer. Do not 
use fasteners that could damage the fork or the 
bike frame.

Always transport bicycles on their wheels when 
not otherwise prescribed by the carrier manufac-
turer. Please do not attach the bicycle to the roof 
rack or rear carrier by its crank set. It may come 
loose and cause a severe accident.

The manufacturers of add-on parts and accesso-
ries also provide information about their use and 
assembly on their websites. Take a look when 
you use a new part or accessory.

Liability for material defects 
(warranty)

The conditions for warranty / liability 
for defects are partially harmonised in 
countries that are subject to EU law. 

Find out about the relevant national regula-
tions that apply to you.

Within the scope of EU law, the seller is liable 
for material defects for at least the first two years 
following the date of purchase. This includes de-
fects that were present at the time of purchase / 
handing over. In addition, during the first twelve 
months it is assumed that any defects already 
existed at the time of purchase.
Bicycles are complex vehicles. Therefore, all 
servicing and maintenance intervals must be 
observed properly. Omitting servicing and main-
tenance puts the claim of the seller at risk if the 
malfunction or defect could have been avoided 
by servicing or maintenance. The necessary 
maintenance is outlined in the chapters of this 
operating manual and in the enclosed user in-
structions from the various part manufacturers.

In Germany / Austria, you can request 
subsequent fulfilment as a first step. If this fails, 
which it is assumed to after two attempts, the 
customer has the right to a reduction or can ter-
minate the contract.
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In Switzerland, liability is limited to two years 
from the date of purchase.
If a fault occurs or a defect appears, you can 
choose between restitution, reduction and sub-
sequent delivery or, in all cases, subsequent im-
provement.

The liability for material defects does not cover 
normal wear and tear that occurs when the bike 
frame is used for its intended use. Construction 
elements of the propulsion and deceleration de-
vices, as well as tyres, lighting and contact points 
between the rider and the bicycle are subject to 
wear and tear by virtue of their function.
Contact your specialist retailer if your bicycle’s 
manufacturer entitles you to additional warranty 
services. Read the relevant guarantee conditions 
for further details about the guarantee cover and 
on how to exercise claims under it.

In the case of a defect/possible lia-
bility claim, please contact your 
specialist retailer. We recommend 

keeping hold of all purchase receipts and 
inspection reports as proof for your records.

Environmental protection tips
G eneral m aintenanc e and c leaning agents
Please take the environment into account when 
caring for and cleaning your bicycle. You should 
use care and cleaning products which are biode-
gradable wherever possible. Please make sure 
that no cleaning agents are disposed of in the 
sewage. Dispose of the old chain lubricant prop-
erly at the appropriate disposal centre. 

B rak e c leaners and lub ric ants
Brake cleaners and lubricants should be treated 
like general maintenance and cleaning agents.

R ec h argeab le and non- rec h argeab le 
b atteries
Rechargeable and non-rechargeable batteries 
are not meant to be thrown away at home. Bro-
ken or old batteries should be exposed of at a 
bike shop.

Oil Bat tery

T ransport pac k aging
The transport packaging of the bicycle can be 
disposed of with household waste. 
Please note that the transport packaging
may be required for a return. Please contact the 
manufacturer service hotline for more informa-
tion.
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Inspections
During the next inspection, special care should 
be taken for:

____________________________________

____________________________________

____________________________________

____________________________________

Parts that should be replaced:

____________________________________

____________________________________

____________________________________

____________________________________

Problems that occurred:

____________________________________

____________________________________

____________________________________

____________________________________

1. Inspection 
After approx. 200 kilometres

Work done:

___________________________________

___________________________________

___________________________________

Materials used:

___________________________________

___________________________________

___________________________________

___________________________________
Date/Signature Retailer stamp

2. Inspection 
After approx. 1,000 kilometres

Work done:

___________________________________

___________________________________

___________________________________

Materials used:

___________________________________

___________________________________

___________________________________

___________________________________
Date/Signature Retailer stamp
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3. Inspection 
After approx. 2,000 kilometres

Work done:

___________________________________

___________________________________

___________________________________

Materials used:

___________________________________

___________________________________

___________________________________

___________________________________
Date/Signature Retailer stamp

4. Inspection 

Work done:

___________________________________

___________________________________

___________________________________

Materials used:

___________________________________

___________________________________

___________________________________

___________________________________
Date/Signature Retailer stamp

5. Inspection 

Work done:

___________________________________

___________________________________

___________________________________

Materials used:

___________________________________

___________________________________

___________________________________

___________________________________
Date/Signature Retailer stamp
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Hand-over documentation
The bicycle listed in the “Bicycle identification” section was assembled 
properly and was delivered to the customer ready-to-use. It corresp ond s 
to typ e 1 accord ing to the chap ter " Intend ed  U se”.

Functional check for the following components:
c Wheels: Spoke tension, secure fit, concentricity, correct air pressure
c All screw connections: secure fit, correct tightening torques used 
c Lighting system c Gears
c Seat position adjusted to the rider c Brake system
c Suspension adjusted to the rider
c The following components were assembled and checked separately:

__________________________________________________________

c The assembling/inspecting party completed a test ride
c The customer was instructed on how to use the bicycle
c Right brake lever operates front wheel brake
c Left brake lever operates front wheel brake

Handed over by (retailer stamp):

______________ __________________________________________
Date  Signature assembly party/retailer

The following user instructions were provided and explained: 
c Bicycle
Plus:
c Gears c Check suspension elements
c Stem
c Other documentation:

__________________________________________________________
Unless otherwise stated, trailers, child seats, luggage carriers
are not permitted and the bicycle is not authorised for competitions.
Permitted for bike trailers c yes x no
Permitted for child seats c yes x no
Permitted for carriers x yes c no (Only from the 

manufacturer approved luggage carrier)
Permitted for competitions c yes x no

The maximum permissible total weight (weight of bike 20kg + rider + 
luggage) is 137kg.

Customer /Recipient /Owner
Name ___________________________________________________

Address ___________________________________________________

Postal code, Town/City _______  ___________________________

E-mail ___________________________________________________

______________ ___________________________________________
Purchase date Signature recipient /owner
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Pedelec identification
Bicycle manufacturer pfautec__________________

Brand pfautec__________________

Model Fena___________________

Bike frame height/size _______________________

Colour _______________________

Bike frame number _______________________

Suspension fork _______________________

Serial number _______________________

Gears 7-speed Shimano Nexus____

Special features _______________________

_______________________

_______________________

_______________________

In the case of change of ownership:

Owner ___________________________________

Address ___________________________________

___________________________________

Date/Signature _________ _________________________
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If the bicycle with which these user instructions 
were issued has only been pre-assembled, the 
enclosed assembly instructions must be read 

and followed. The checks and limitations mentioned 
above must be carried out and applied by the owner.
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Please unfold!
Please note the pedelec identification and handover documentation!

Notes / Warranty



Handed over by




